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ABSTRACTED- PUB -NO: EP 96 062 7 A 
BASIC -ABSTRACT: 

NOVELTY - The assembly for the central control and/or monitoring of infusion pumps has 
defined positions to mount the infusion pumps (101A-101C; 102A-102F) , each with an 
interface for the data communications at the infusion pump connections. The central 
control (110) has a display to show the total condition of the infusion pumps, with the 
display layout matching the pump positions. 

DETAILED DESCRIPTION - An interface for the energy supplies is also at the pump 
mounting positions, linked to a common energy supply at the central control. The 
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infusion pumps and the central control also have an emergency energy supply, to ensure 
continuing operation in the event of a power failure. The central control and the 
infusion pump assembly are in separate units which are joined together, or are 
separated. The control sub-unit gives an automatic control function for the infusion 
pumps and/or the communication link between the pumps and the superior unit. On the 
insertion of the infusion pumps into the mounting and carrier system, the mechanical 
lock also gives the interface link for data communication with the central control . 
When an infusion pump is removed, the disconnection is detected and is further 
processed independently in a given function or the previous condition is maintained, or 
it is transferred into a safe condition. The mounting system for the infusion pumps can 
also be fitted with further modules to register physiological patient parameters, 
linked to the central control. The central control is also linked to other units within 
the patient's environment for data exchange, or it is connected to another relatively 
non-mobile medical system. The control has a data input, for the insertion of 
parameters to be used for the control of the infusion pumps. The parameters can include 
the concentration of a physiologically active substance within the infused fluid and/or 
the patient's body weight and/or a required concentration of the active substance in 
the patient's blood. One or more monitors measure physiological parameters, which can 
be used to affect the infusions. The central control and/or monitor has an index of 
medications, inserted manually or taken from another assembly in relation to patient 
parameters, to be stored. They can be altered manually The condition of each infusion 
pump is displayed at the central unit, and especially alarms. 

USE - The system is for the infusion of medications to patients who are critically ill 
and require intensive care. It is also for use in anesthetics. 

ADVANTAGE - The central control sets the operation of a number of infusion pumps, for 
different medications, in a simple and cost-effective assembly, with a high 
flexibility . ■ 

DESCRIPTION OF DRAWING (S) - The drawing shows an assembly of infusion pumps, 
infusion pumps 101A-101C; 102A-102F 
central control and/or monitor unit 110 
CHOSEN- DRAWING : Dwg.l/6 

TITLE-TERMS: ASSEMBLE INFUSION PUMP INTENSE CARE CRITICAL ILL PATIENT 

DERWENT- CLASS: B07 P34 S05 

CPI-CODES: B11-C04; 

EPI-CODES: S05-J01A; S05-J02; 

CHEMICAL-CODES: 

Chemical Indexing M6 *01* 
Fragmentation Code 
M905 P441 R232 R501 R511 R528 

SECONDARY- ACC-NO : 

CPI Secondary Accession Numbers: C2000-003313 
Non-CPI Secondary Accession Numbers: N2000-012115 



2 of 2 



11/12/03 2:50 PM 



